
Tectonic® Series
SAFETY EYEWEAR

EFFECTIVE SOLUTION

It can be difficult to protect workers while 

staying on budget. With Tectonic safety 

eyewear, you won’t have to compromise. 

Simplify your budget and compliance goals  

with Tectonic safety eyewear. 



All lenses provide 99.9%  
UV protection

Tectonic Series

ORDERING INFORMATION

PACKAGING INFORMATION
• Polybag, 10/stocker, 200/case • Unit size: 5.1" x 9"
•  Unit weight: 0.89 oz. • Stocker size: 11.3" x 6.9" x 23.3"
• Stocker weight: 1.1 lbs.  • Case size: 28.8" x 14.3" x 23.3"
• Case weight: 26 lbs. 

Uvex® brand safety eyewear is offered for sale by  
Honeywell Safety Products exclusively in the Americas. 

FOR MORE INFORMATION CONTACT:
Honeywell Safety Products
900 Douglas Pike
Smithfield, RI 02917-1874
800-430-5490 (US) • 888-212-7233 (CANADA)
www.uvex.us

Uvex.311

FEATURES AND BENEFITS  
•   Weighs less than one ounce (25.2 grams) for lightweight comfort 

•   Flexible temples provide just the right amount of tension to comfortably keep 
eyewear in place

•   Comfort-molded nosepiece fits most wearers without obscuring vision

•    Wrap-around 9-base curve lens offers a close fit with excellent side protection

•   Available in a wide array of lens tints to meet the needs of most work 
environments

•    Anti-scratch hardcoat extends the life of the lens for longer wear

•   Uvextra® anti-fog coating, available in Clear and TSR Gray tints, helps keep 
lenses clear in humid environments

•   Meets ANSI Z87.1-2010 standard

www.honeywellsafety.com/culture
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SKU TEMPLE COLOR LENS COLOR COATING UPC CODE
XV200 Gloss Black Clear Hardcoat 040025001286
XV201 Gloss Black  TSR Gray Hardcoat 040025001293
XV202 Gloss Black  Amber Hardcoat 040025001309
XV203 Gloss Black  Silver Mirror Hardcoat 040025001316
XV204 Gloss Black  Indoor/Outdoor Hardcoat 040025001323
   Silver Mirror
XV205 Gloss Black  Clear Uvextra Anti-fog 040025001330
XV206 Gloss Black  TSR Gray Uvextra Anti-fog 040025001347

TSR = Traffic Signal Recognition
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