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8950 

TECH TAGS: | 
Bump Cap: Protection against cranial bumps and 
bruises from a state-of-the-art shell; comfort and 
style from a very cool lid.

•  Removable impact-resistant ABS plastic shell

•  Thermo-formed foam cushioning

•  Unique flanged shell design for a comfortable fit and air flow

•   Nylon Taslan (black, navy) or Hi-Vis Polyester (lime) cap construction      

• 
 
Strategically

 
placed

 
side

 
and

 
rear

 
mesh

 
venting

 
panels

• 
 
Available

 
in

    

• EN

 

812+A1

 

certified

• Patent pending

TECH TAGS: | 
Bump Cap with LED lighting technology: Protection 
against cranial bumps and bruises from a state-of-
the-art shell; comfort and style from a very cool lid. 
State-of-the-art LEDs illuminate projects without a 
flashlight or bulky headlamp.

•  Removable impact-resistant ABS plastic shell

•  Thermo-formed foam cushioning

•        

• 
 
Strategically

 
placed

 
side

 
and

 
rear

 
mesh

 
venting

 
panels

• 
  
Patented

 
LED

 
lighting

 
technology

• 
 
Two

 
ultra-bright

 
LEDs

 
in

 
the

 
brim;

 
two

 
additional

 
LEDs

  
    

concealed
 
under

 
the

 
brim

• 
  
Choose

 
two

 
brim

 
LEDs

 
for

 
illumination

 
up

 
to

 
50

 
ft.,

 
two

  

under
 
the

 
brim

 
lights

 
for

 
close-up

 
tasks

 
or

 
all

 
four

 
for

  

maximum
 
visibility

• 
  
LEDs

 
emit

 
white

 
light,

 
perfect

 
for

 
working

 
on

 
color-coded

  

projects,
 
and

 
have

 
a
 
bulb

 
life

 
of

 
approximately

 
100,000

 
hours

• 
  
Four

 
replaceable

 
CR2032

 
long-life

 
lithium

 
batteries

 
(included)

 

for
 
more

 
than

 
30

 
hours

 
of

 
continuous

 
light

• 
 
Available

 
in

 
short (50mm) or baseball-style (80mm) long brim

    

• 
 
EN

 
812+A1

 
certified

• 
 
Patent

 
pending

 micro (30mm), short (50mm) or baseball-style 

Choose two brim LEDs for  

illumination up to 50 ft.,  

two under the brim lights  

for close-up tasks or all  

four for maximum visibility
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long (80mm) brim 

STYLE ITEM #

8950 Long Brim Black Bump Cap
8950 Long Brim Lime Bump Cap
8950 Long Brim Navy Bump Cap
8950 Short Brim Black Bump Cap
8950 Short Brim Lime Bump Cap
8950 Short Brim Navy Bump Cap
8950 Micro Brim Black Bump Cap
8950 Micro Brim Lime Bump Cap
8950 Micro Brim Navy Bump Cap

23344
23335
23345
23340
23333
23343
23342
23331
23341

STYLE ITEM #

8960 Long Brim Black LED Bump Cap
8960 Long Brim Lime LED Bump Cap
8960 Long Brim Navy LED Bump Cap
8960 Short Brim Black LED Bump Cap
8960 Short Brim Lime LED Bump Cap
8960 Short Brim Navy LED Bump Cap

23374
23379
23375
23370
23377
23373
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with reflective accents

Nylon Taslan (black, navy) or Hi-Vis Polyester (lime) cap construction 
with reflective accents

LONG

SHORT

MICRO

LONG

SHORT
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MEETS STANDARD EN812 +A1 REQUIREMENTS
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EN812+A1 requires 
the bump cap to 
withstand a 
5kg weight being 
dropped from 
0.25m onto a 
point at 30° and 60° 
in both directions from 
the center of the cap.

EN812+A1 requires the bump cap to 
withstand a 500g spike being 
dropped from 0.5m onto an area
with a radius of 50mm from the 
center of the cap.

30°60°

60°

30°

5KG at
0.25M

5KG at0.25M

5KGat 

0.25M

5KG at
0.25M

50mm

500G at0.5M


	BumpCap Sell Sheet(front)
	BumpCap Sell Sheet(back)

