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S P E C I F I C A T I O N S  
 

Product Description: AIRLINE HOSE 
Part Number: 9100-50EF, 9100-100EF 
Style: LOW PRESSURE, EF SERIES 
 
GENERAL DESCRIPTION: 
Our 3/4" diameter Low Pressure Airline Hoses are specifically designed 
for our Breathing Air Blower and Cold Air Systems are NIOSH approved 
when used with the approved Allegro Supplied Air Respirators. They're 
constructed from rugged clear polyvinyl chloride, reinforced with braided 
polyester textile yarn, and are manufactured with Parker quick-connect 
couplers. These hoses offer an operating temperature range from 25° F 
to 150° F (-3.8° C to 65.5° C). 
 
CONSTRUCTION:  

• Inner polyvinyl chloride tube 
• Reinforced braided polyester yarn  
• Outer clear polyvinyl chloride tube 
• 80 Shore A–Durometer 
• Non-phthalate 
• Non-toxic 
• Proposition 65 compliant 
• REACH compliant 
• FDA compliant 
• RoHS compliant  

 
SPECIFICATIONS:  
Temperature Range: 25° F to 150° F (-3.8° C to 65.5° C) 
Inner Diameter:  3/4” (1.9 cm) 
Outer Diameter:  1.025” (2.6 cm)  
Max Pressure:        150 psi @ 70° F (10.34 bar @ 21.1° C) 

 
AIR FITTING: 
Manufacturer:  Parker 
Type:   Flow-thru quick-connect 
Air Fitting Size:  3/4” (1.9 cm) nominal 
 
AVAILABLE LENGTHS:  
PN 9100-50EF  50 Feet  
PN 9100-100EF  100 Feet 
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